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ry Docker floating boatlifts are recommended for floating boat docks with a

 

u

-

shape slip and have minimum water depth of 5ft. to 6ft. Lifts are available for I

n-

board, outboard, stern drive and weights up to 15,000 lbs.

 

Standard Lift Features

 

·

4 point mounting.

 

·

Fully welded frame made of 2" square 11 gauge tubing.

 

·

Rotationally molded polyethelene 

tanks.

 

·

Adjustable rigid bunk system.

 

·

Vertical wind guides that are adjustable and stay visible 

when lift is in the down position.

 

 

Blower Box

 

·

Deck mount.

 

·

Poly motor box.

 

·

Easy operation.

 

·

GFCI protected.

 

 

·

S

tainless steel fasteners.

 

·

UHMW bushings & washers at all 

pivot points, preventing metal 

against metal.

 

·

Hot dipped galvanized after fabr

i-

c

a

tion.

 

·

Fully adjustable for any type boat.

 

Dry Docker V

-

bottom

 

boat application

 

Dry Docker Pontoon

 

Boat Application

 

P

rotect your boat from the elements of 

the weather. Install a canopy.

 

·

Aluminum framework.

 

·

Available for 10' and 12' wide slips (s

pecial 

order sizes

 

·

available also).

 

·

16 oz. vinyl coated polyester.

 

·

Ultra

-

violet resistant.

 

·

Mold and Mildew resistant.

 

·

Flame reta

rdant.

 

·

Very high tensile strength 220 (w) x 195 (f).

 

·

Cold crack 

-

30.

 

·

All main seams are welded.

 

·

All sewn seams are lock stitched

 with rot 

proof #138 polyester

 

·

thread.

 

·

Heavy duty webbing and 'D' ring constru

c-

tion.

 

·

Easily fastens with heavy duty shock cord 

and 'S' hooks.

 

For more information, pricing or questions please contact:

 

On the Water, Inc.

 

10011 “J” Street 

-

 Omaha, NE 68127

 

Phone: 402

-

502

-

8101 

-

 Fax: 402

-

502

-

8102

 

e

-

mail: sales@aeroonthewater.com

 

 


